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Part.64

H
mm

L
mm

D2
mm Code/Codice N

64 / 7210

64 / 7803

64 / 7882

64 / 7802

64 / 7211

64 / 7804

64 / 7212

64 / 7805

64 / 7213

64 / 7806

64 / 7214
64 / 7883

64 / 7215
64 / 7216
64 / 7217
64 / 7218

64 / 7614
64 / 7930

64 / 7219
64 / 7220
64 / 7221
64 / 7222

64 / 7615
64 / 7932

64 / 7616
64 / 7617 
64 / 7223
64 / 7224
64 / 7225

64 / 7618
64 / 7934

64 / 7619
64 / 7620
64 / 7226
64 / 7227
64 / 7228

64 / 7621
64 / 7935

64 / 7622
64 / 7623
64 / 7229
64 / 7230
64 / 7231

35

28

35

28

35

28

35

28

35

28

39,4
39,4
39,4
39,4
39,4
39,4
45,3
45,3
45,3
45,3
45,3
45,3
57,3
57,3
57,3
57,3
57,3
57,3
57,3
56,3
56,3
56,3
56,3
56,3
56,3
56,3
55,3
55,3
55,3
55,3
55,3
55,3
55,3

8

6

8

6

8

6

8

6

8

6

8
8

8
8
8
8

1
1
0
0

10
10
10
10

12
12
12
12
12
12
12
12
12
12
12
12
12
12
12
12
12
12
12
12
12

31
31
31
31
31

38
38
38
38
38
38
38
38
38
38
38

45
45
45
45
45
45

52
52
52
52
52
52
52
52
52
52
52
52
52
52
52
52
52
52
52
52
52

5000

5000

4500

4500

5500

5500

6000

6000

6500

6500

7000
6500

7500
8000
8500
9000

7500
7000

8000
8500
9000
9500

7500
7000

8000
8500
9000
9500

10000

7500
7000

8000
8500
9000
9500

10000

7500
7000

8000
8500
9000
9500

10000

38

30

–

–

D1
mm

38
38

30
30
30
30
30

38
38
38

42,4
42,4

42,4
42,4
42,4
42,4

48,3
48,3

48,3
48,3
48,3
48,3

60,3
60,3

60,3
60,3
60,3
60,3
60,3

60,3
60,3

60,3
60,3
60,3
60,3
60,3

60,3
60,3

60,3
60,3
60,3
60,3
60,3

D

M10

M10

M8

M8

M12

M12

M14

M14

M16

M16

M10
M8

M12
M14
M16
M20

M10
M8

M12
M14
M16
M20

M10
M8

M12
M14
M16
M20
M24

M10
M8

M12
M14
M16
M20
M24

M10
M8

M12
M14
M16
M20
M24

mm

35

28

mm

1

1

,5

mm     Poll”

39,41,542,4 11/4

45,31,548,3 11/2

57,31,5

56,3260,3 2

55,32,5

Threaded Bushings
 for round tubes

Pressure
fitted

Max
static load

Tube dimensionsTube dimensions

Thread Inside diaThickness Outside dia.

Material: Bush in reinforced polyamide,threaded insert in brass.
Packaging: 24 pieces.

Packaging: not standard.

On request 
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L
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